ESTABLISHED 1807 






mCOAPO RATED 




hiaswito 




Quantity of Atlas Ready Mixed 
Paint Required 



An Estimate of the Quantity of Atlas Paint 
Required can be Determined as Follows: 

Measure the distance around the building and mul- 
tiply by the average height, which secures the square 
feet of siding. Divide this number by 360 (the num- 
ber of square feet one gallon of Atlas Paint covers for 
two-coat work). The number secured will give ap- 
proximately the number of gallons of Atlas Paint to be 
used for the body. 

To secure amount required for trimming cornice, 
porch pillars, etc., take from one-eighth to one-fifth of 
the quantity required for body — one-eighth if there is 
average trimming, and one-fifth when a house has an 
unusual amou *vVeavy trim, pillars, cornices, etc. 

For porch callings, floors, etc., ascertain the square 
feet by multiplying the length by the breadth and di- 
vide that number by 360. 




SECOND COAT:— Thin with two parts raw 
Linseed Oil and one part Turpentine. Brush out 
well. 

THIRD COAT :— This usually requires a pint to 
9 t of Linseed Oil to the gallon, depending 

aat on surface condition. For easier brush- 
cold weather, a half pint of Turpentine may 
ed to a gallon of paint. This coat need not 
brushed out as thoroughly as the preceding ones. 
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OLD WORK 

'ST COAT:— Thin as recommended above for 
coat on new work, although for places which 
y old and spongy, more oil is required, and 
aces that are unusually hard and non- 
mt more Turpentine should be used. 

JD COAT:— Thin as directed for third 
n new work. 

CAUTION 

The manufacturer can control and is responsible 
for the quality of a paint that he soils, but the con- 
dition of the surface upon which it is applied and 
the manner in which it is applied are not within 
his control, and both of these are of such great 
importance in securing an enduring job of painting, 
that it is necessary that the painter and the House 
Owner give full and careful attention to them. 

Sold under the following strong Guarantee, which 
is on every package. 




Fac-Simile Of Our Guarantee Found On Every 
Package Of Atlas Paint 



13 Shades 



Wetherill's Atlas 



IVORY 5 



STRAW 8 




Vermilion 136 x 
INSIDE WHITE, OU 



lady Mined Paint 



SILVER GRAY 196 



GREEN 133X 






Trimming, 
Color, 
Ceilings, etc. 




Blinds 
Trim, 
etc 



H COLORS MARKED X 
E WHITE, AND BLACK 



VWETHERILL'C 

** READY MIXED ^ 

ATLAS PAINT 



Directions 



SURFACE :— Should be dry and clean. Grease 
and stains should be removed with benzine. 

OLD PAINT :— Should be rubbed down smooth 
with wire brushes and then brushed off and sand- 
papered if necessary. If the old paint is thick, and 
shows cracks or a tendency to scale, it should be 
burnt off. 

* STIRRING :— Cut out the entire top of can, and 
stir contents thoroughly. Better still, pour off the 
liquid into a separate can and whip the pigments 
into an even consistency. Pour back the liquid 
slowly, stirring at the same time. This produces 
uniformity. 

THINNING :— Use nothing but pure, raw (not 
boiled) Linseed Oil and pure Spirits of Turpentine. 

Use oil chiefly. Turpentine lessens the gloss and 
durability of paint, and should be used only when 
directed. Turpentine is to be used for thinning 
when paint is to be used on hard, resinous or non- 
absorbent woods (like hard Pine, Cypress, Hem- 
lock, Oak, etc.) and on green and sappy lumber. 
It may also be used sparingly when paint is thick- 
ened by cold weather. 

NEW WORK 

For best results all new work should receive 
three coats. 

"Primer" or First Coat: — For non-absorbent close- 
grained woods, thin with equal parts of Linseed 
Oil and Turpentine. For soft, open-grained woods, 
like White Pine, Poplar, etc., thin with three parts 
Oil and one part Turpentine. 




14 SHADES 




Facsimile of One Gallon can with Guarantee Label 



J. W. WALP 

GENERAL MERCHANDISE 

POND HILL, PA. 



